
The 24-Port Synchronization Distribution Panel (SDP) 
is a core component of the PLUS Real-Time Location 
System (RTLS) and provides timing synchronization and 
power to the network of PLUS readers. The SDP also 
passes tag location information from the readers to the 
Location Software PC/server over the Ethernet Local 
Area Network.

The 24-Port SDP includes 24 pairs of “SYNC OUT” and 
“LAN IN” ports, and each “SYNC OUT” port can provide 
timing synchronization for up to six readers (144 total) 
and power for up to three readers (72 total).
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FOR MORE INFORMATION

Dimensions
3.47” H, 18.95” W, 16.2” D 
(88mm x 481mm x 411mm)

Weight
11.5 lbs (5.2kg)

Mounting
19” rack mount or  
table top operation

Power Supply
Input: 100 - 240 Vac, 50/60 Hz
Harmonic Content: Power 
factorcorrected to IEC 1000-
3-2 Class A 
Safety: Thermal and power 
overload protection

Input Power
59 W with no reader load/ 529 
W with maximum reader load

Output Power
403 W with maximum reader 
load @ 50 Vdc +/- 1.0 V

Heat Output
429 BTU/hr

Temperature
Operating: -20ºC to +55ºC 
Storage: -40ºC to +60ºC

Relative Humidity
Up to 95%,non-condensing

I/O Ports
24 LAN In ports, 24 Sync  
Out ports

Port Capacity
Up to three readers per ‘Sync 
Out’ port (72 total) powered 
by SDP; maximum of six read-
ers per port (144 total) with 
auxiliary power

Max Cable Length
100 meters maximum from 
SDP to last reader in chain

FCC Certification
Class A digital device per 
CFR FCC Part 15

Safety Certification
ETL listed (UL60950)

Warranty
1 Year

Part Number
1000SL1

SPECIFICATIONS

Front of 24-port SDP

Back of 24-port SDP

Power LED Sync Out Port (1 of 24)

LAN in Port (1 of 24)

Cooling Fans AC Power


